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EMX100UWH3 100" 16:9 100.2 87.2 91.1 98.0 94.2 2.0 61.1 49.0 57.4 2.4 3.7 6.0 0.7 3.1 70.9

EMX135UWH3 135" 16:9 129.5 117.7 121.6 127.3 124.8 2.0 76.7 66.2 72.6 2.4 4.1 8.0 0.7 3.5 98.4

EMX150UWH3 150" 16:9 142.6 130.7 134.7 140.4 137.8 2.0 84.0 73.5 79.9 2.4 4.1 4.0 0.7 3.5 98.4

EMX100UWH3 100" 16:9 2545 2215 2314 2489 2393 50 1552 1245 1458 61 94 152 18 79 1801

EMX135UWH3 135" 16:9 3289 2990 3089 3233 3170 50 1948 1681 1844 61 105 203 18 89 2499

EMX150UWH3 150" 16:9 3622 3320 3421 3567 3501 50 2134 1867 2029 61 105 102 18 89 2499

Note: Data Error may be ±1"

EPV Max Series Dimensions Table

Unit: Inch

Unit: mm

The listed measurements are for general reference only. Please contact EPV Screens to verify product design and dimensions before attempting to integrate its products with any structural or furniture modification. 

Although a manufacturer may offer product advice, it may be taken or disregarded at the integrator’s discretion. EPV Screens will not be held responsible or be otherwise liable for faulty installations.
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