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ARE103H2PST-E24 103"(16:9) Polar Star® 1.3 90.0 4.3 103.1 105.0 81.4 102.9 50.7 24.0 77.1 4.6 82.7 2.4 3.9 5.8 35.4 7.2 8.2 111x9.8x9.3 48.2 77.6
ARE115H2PST-E24 115"(16:9) Polar Star® 1.3 100.4 4.7 114.0 116.0 92.4 113.8 56.6 24.0 83.0 4.6 88.5 2.4 3.9 5.8 35.4 7.2 8.2 122.4x9.8x9.3 51.7 85.5
ARE133H2PST-E24 133"(16:9) Polar Star® 1.3 116.1 5.3 130.5 132.5 108.9 130.3 65.4 24.0 91.8 4.6 97.4 2.4 3.9 5.8 35.4 7.2 8.2 138.5x9.8x9.3 60.1 94.7

kgs kgs
ARE103H2PST-E24 103"(16:9) Polar Star® 1.3 2285 110 2618 2668 2068 2613 1288 610 1958 118 2100 60 98 148 900 182 208 2819x248x236 21.8 35.1
ARE115H2PST-E24 115"(16:9) Polar Star® 1.3 2551 120 2896 2946 2346 2891 1437 610 2107 118 2249 60 98 148 900 182 208 3108x248x236 23.4 38.7
ARE133H2PST-E24 133"(16:9) Polar Star® 1.3 2949 135 3315 3365 2765 3310 1661 610 2331 118 2473 60 98 148 900 182 208 3517x248x236 27.2 42.9
Note: Data error may be +/- 1"

Polar Max Recessed Dimensions Table - RC1

Unit: Inch

Unit: mm

The listed measurements are for general reference only. Please contact EPV Screens to verify product design and dimensions before attempting to integrate its products with any structural or furniture modification. 
Although a manufacturer may offer product advice, it may be taken or disregarded at the integrator’s discretion. EPV Screens will not be held responsible or be otherwise liable for faulty installations. Screen materials may 

expand and contract slightly over time. EPV Screens® allows a 1.5% tolerance within the viewing surface.
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